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DEMOLITION NOTES:
‘\ (THIS SHEET ONLY)

< zes CONTRACTOR SHALL REMOVE ALL GRADE LEVEL AND ABOVE GRADE LEVEL
ITEMS ASSOCIATED WITH THE ABANDONED SYSTEM. REFER TO GENERAL
NOTE 14 ON DRAWING SHEET X1.

one foot

@oozﬁ»oqom SHALL SEAL ENDS OF PIPING/INVERTS AND ABANDON IN
PLACE. REFER TO GENERAL NOTE 14 ON DRAWING SHEET X1 AND <
SPECIFICATION SECTION 333000 SANITARY SEWAGE, UTILITIES.
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@ EXISTING TO BE ABANDONED IN PLACE.
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NEW WORK NOTES:
(THIS SHEET ONLY)
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@ CONTRACTOR SHALL REHABILITATE EXISTING PIPE BY SLIP LINING
METHOD BETWEEN MANHOLES. REFER TO SPECIFICATIONS SECTION
333020 SEWER MAIN AND LATERAL REHABILITATION BY LINING.

@ CONTRACTOR SHALL INSTALL NEW SANITARY SEWER SYSTEM PIPING
BY TRENCHING METHOD. AVOID EXCESS DAMAGE TO TREES AND
SHRUBBERY. REFER TO DETAILS 5, 7, 8 AND 9 ON SHEET X2,
GENERAL NOTES ON SHEET X1 AND SPECIFICATION SECTIONS m
333000 SANITARY SEWERAGE UTILITIES AND 312011 EARTH MOVING.

one and one—half inches

@ CONTRACTOR SHALL INSTALL NEW MANHOLE, FRAME AND COVER AT
THIS APPROXIMATE LOCATION. REFER TO DETAILS 2, 4 AND 6, ON
SHEET X2 AND PROFILES ON SHEET X3.
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2| || (9) (4) CONTRACTOR SHALL CONNECT TO EXISTING SANITARY SEWER PIPING
o @% & . U AT THIS APPROXIMATE LOCATION. INSTALL OUTSIDE TWO-WAY CLEAN
............................ X——X——5T | MH{R2 LA OUT AND ROUTE NEW SANITARY PIPING AS INDICATED. REFER TO

— e 7 T1 | ! | Vo . DETAILS 1 AND 3 ON SHEET X2 AND SPECIFICATION SECTIONS

.................................. Ty "IN , 333000 SANITARY SEWERAGE UTILITIES AND 312011 EARTH MOVING.

.......................................................... M T \ (5) CONTRACTOR SHALL SAW CUT, BREAKOUT AND REPAIR SIDEWALKS

one foot

..... / ) AND STREET PAVING AS REQUIRED. COORDINATE ALL PAVING CUTS
.......... WITH COTR. FLOWABLE FILL SHALL BE USED AS FILL AT STREET
S50 _/ ..... = . AND PARKING LOT CROSSINGS. REFER TO GENERAL NOTES ON
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..... | SHEET X1, DETAILS 7, 8 AND 9 ON SHEET X2 AND SPECIFICATION
..... L SECTION 320523 CEMENT AND CONCRETE FOR EXTERIOR

; SR IMPROVEMENT, 312323.33 FLOWING FILL, 321216 ASPHALT PAVING, O
321723 PAVEMENT MARKINGS AND 033000 CAST IN PLACE
CONCRETE.
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CONTRACTOR SHALL CONNECT TO EXISTING MANHOLE AT THIS
LOCATION. GROUT INVERT AS REQUIRED.

CONTRACTOR SHALL INSTALL PASS THRU PIPING IN EXISTING
MANHOLE TO BE ABANDONED. SEAL INVERTS TO BE ABANDONED
AND OTHER OPENINGS TO PREVENT GROUND WATER INFILTRATION.
REFER TO DETAIL 10 ON SHEET X2. |
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EXISTING PIPE AND ASSOCIATED CONNECTIONS, CLEAN OUTS, ETC.
SHALL BE CLEANED AND REMAIN IN SERVICE.

CONTRACTOR SHALL REHABILITATE EXISTING MANHOLE. REFER TO
SPECIFICATIONS SECTION 333010 SEWER MANHOLE REHABILITATION.
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PARKING #2

EXISTING” BUCT BANK
WITH POWER CABLES—

PARKING #2

three—quarters inch

CONTRACTOR SHALL REMOVE AND REINSTALL LAMP POST AND ALL
OTHER FEATURES AS REQUIRED TO INSTALL SANITARY SEWER A
PIPING, MANHOLES, ETC..

©® ©@

TERMINATION OF NEW WORK.

CONTRACTOR SHALL SEAL END OF ABANDONED PIPING INVERT.

@ ® G

CONTRACTOR SHALL INSTALL PASS THRU PIPING IN EXISTING
MANHOLE TO BE ABANDONED. SEAL INVERTS TO BE ABANDONED.
REFER TO DETAIL 11 ON SHEET X2.

one foot

CHAIN LINK FENCE AROUND CHILLER COMPOUND MAY INTERFERE
WITH ROUTING OF NEW PIPING. IF APPLICABLE, CONTRACTOR SHALL
CONNECT TO EXISTING PIPING OUTSIDE OF FENCED AREA. EXISTING
CLEANOUT IS TO BE REMOVED BELOW GRADE. REFER TO GENERAL
NOTE 14 ON SHEET X1.
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@ CLOSURE OF STREET OR DRIVE IS NOT PERMITTED. REFER TO
GENERAL NOTE 2 ON SHEET X1.
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